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VALVULAS DE SEGURIDAD / SAFETY VALVES

VALVULAS DE SEGURIDAD ROSCADAS / THREADED SAFETY VALVES

Vélvula de seguridad escape conducido de alivio por sobre Vélvulas roscadas / Valves threaded:
presion en tuberias o recipientes a presion. ZAES® Fig. 70.
Materiales disponibles / Available
W Sistema de actuacion por muelle directo. materials: Bronce-Laton, Acero
r’&l inoxidable 316 / Bronze -Brass, 316
Puede suministrarse regulada y precintada, a la presién Stainless Steel.
! requerida por el cliente, con el correspondiente certificado CE LT B PR [ L
unitario Incluye elemento de precinto asi como tornillo de Medidas / Measurements: Desde / From

: | Conexiones / Connections: BSP y NPT
Presiones / Pressures: Hasta / Up to 0,2
a 40 bar (3 a 580 psi)

Temperaturas / Temperatures: -196°C
(Criogenia) / +220°C (-320°F / +428°F)

£ Capuchdn hexagronal con junta blanda para asegurar la total
*rQ hemeticidad del conjunto para evitar manipulacion.

- Enc/oseq discharge Relie( Safety valve for over pressure in Fluidos / Fluids: Liquidos - Gases -
. pressuried vessels and pipe systems. Vapor / Liquids - Gases - Steam
<€Tjg' . ' ' Ventajas competitivas / Competitive
- Direct spring actuating system. advantages.: Valida para aplicaciones
criogénicas, recubrimiento cromado para
Can be supplied factory rated and sealed, under customer una mayor durabilidad y resistencia a la
requirements, with unitary CE Certificate of compliance. corrosion.
Valid for cryogenic applications, chrome
Seal element and adjustment screw inclusive. plating for durability and corrosion

resistance.

Hexagonal cap and soft seat included to ensure proper sealing ATEX Categoria / Category: 11 3 G TX

in order to avoid external manipulation.

VALVULAS DE SEGURIDAD BRIDADAS / FLANGED SAFETY VALVES

Valvula de seguridad escape conducido de alivio Valvulas bridadas / Flanged valves

por sobre presion en tuberias o recipientes a ZAES® Fig. 72, 73 y 74.

presion. Sistema de actuacion por muelle directo. Materiales disponibles / Available
materials: Fundicion gris - Fundicién

Conexiones embridadas segan normas DIN EN Nodular - Acero Carbono — Acero

1092-1 y ASME/ANSI B16.5. Puede suministrarse Inoxidable / Gray Cast Iron - Nodular

regulada y precintada a la presion requerida por el Cast Iron - Carbon steel — Stainless

cliente, con el correspondiente certificado CE Steel

unitario Incluye elemento de precinto. Asientos / Seats: Metal, NBR, EPDM
(MEMBRANA)

Capuchon para asegurar la total hermeticidad del Medidas / Measurements: Desde /

conjunto y evitar manipulacion. From DN20 hasta / to DN400
Conexiones / Connections: Din-(Iso) y

Safety valve for overpressure relief in pressure Ansi

vessels or pipe lines. Presiones / Pressures: Hasta / Up to

Direct spring actuation system. 0,45 a 100 bar (7 a 1450 psi)
Temperaturas / Temperatures: -10°C /

Flanged connections as per DIN EN 1092-1 and FL RG]

ASME/ ANSI B16.5 standards. It can be supplied 5'"”“7 {.Flu_:jds: é‘iq“ido‘;t’ Gases -
regulated and sealed to the pressure required by vap:)r. Iquids -“_a 565 /'c e titi
the customer, with CE certificate It includes eniajas competitivas / Lompetitive

Jina el t advantages.
sealing element. Fabricacion Espafiola (EU),
, , Certificacion 2014/68/EU / Spanish
Cap to ensure complete watertightness and avoid Manufacturing (EU), 2014/68 / EU

manipulation. Certification



VALVULAS DE AGUJA / NEEDLE VALVES

Valvula de aguja con vastago/obturador conico para cierre
estable de precision para uso en aplicaciones generales. Ideal

para regulacién de caudal por estrangulamiento y sellado y Valvulas de aguja / Needle

venteo de instalaciones de liquidos y gases. Valves: ZAES® Fig. V95 / Fig. 97
Materiales disponibles / Available

Por su estabilidad, precision y el disefio del obturador facilita materials: Aisi 316L /304 SS/

el sellado metalico con poco desgaste evitando la cavitacion a Monel / Inconel / Hastelloy /

grandes presiones diferenciales. Duplex. / Superduplex

Medidas / Measurements: Desde /
El vastago no rotativo con sistema de autocentrado asegura From 1/4" hasta / to 1“
un asiento y cierre hermético perfectos. Conexiones / Connections: BSP y
NPT
Needle valve with stem/ conicalshutter for precision and Presiones / Pressures: Hasta / Up
stable close, for use in general appliications. to 690 bar (10000 psi)
Ideal for flow regulation by strangulation liquid and gases Temperaturas / Temperatures: -
systems sealing and venting. 196°C (Criogenia) / +500°C (-320°F
Thanks to its stability, accuracy and shutter design facilitates / +932°F)
metal seal with little erosion avoiding cavitation at high Fluidos / Fluids: Liquidos - Gases
differential pressures. - Vapor / Liquids - Gases - Steam
The non rotating stem with self centering system ensures
perfect and hermetic seal.

MANIFOLDS / MANIFOLDS

El manifold con valvulas de aguja Zaes® fabricada Manifolds / Manifolds: ZAES®
a partir de barra laminada es la mejor opci6n para Fig. V100, V101, V102, V103,
D las labores de testeo prueba y drenaje de la V104, V105, V106, V107, V108,
' ‘J instrumentacién en sus instalaciones. V109, V110, V112, V113 y V114.
e Materiales disponibles /
P) Cuentan con dos, tres o cinco valvulas para Available materials: Aisi 316L /
aislamiento de la linea de instrumento, para venteo, 304 SS / Monel / Inconel /
11 para drenaje o calibrado del instrumento. Hastelloy / Duplex. / Superduplex
‘\’gj‘j Medidas / Measurements: 1/2"
. Empaquetadura de calidad para garantizar el Tipo/Type: 1y 2viasen2,3y5
i sellado total del circuito y trim de valvulas aislados valvulas, conexion direxcta y
para una larga durabilidad y ahorro en conexion remota / 1 and 2 ways in
mantenimiento. 2, 3 and 5 valves, direct
connection and remote connection
The Zaes® manifold with needle valves made from Conexiones / Connections: BSP y
laminated bar is the best option for testing and NPT :
draining the instrumentation in your facilities. Presiones / Pressures: Hasta /

413 bar (6000 psi)

Temperaturas / Temperatures: -
196°C (Criogenia) / +500°C (-
328°F / +932°F)

Fluidos / Fluids: Liquidos - Gases
- Vapor / Liquids - Gases - Steam

They have two, three or five valves for isolation of
the instrument line, for venting, for drainage or
calibration of the instrument.

Quality packing to guarantee the total sealing of the
circuit and isolated valve trim for long durability
and maintenance savings.



VALVULA DE FLOTADOR / FLOAT VALVE

-
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Valvula de flotador industrial con cuerpo fabricado en fundicion de acero inoxidable AISI 316.

Obturador basculante tipo clapeta con cierre de elastdbmero y con opcion de certificacion
WRAS.

Vélvula de paso total con cierre progresivo y varilla maciza.

Destinadas al control de nivel en tanques de agua y otros fluidos. Barra de flotador
desmontable.

Industrial float valve with body made of cast AISI 316 stainless steel.
Clapper-type tilting shutter with elastomer closure and with WRAS certification option.
Full bore valve with progressive closing and solid rod.

Intended for level control in water tanks and other fluids. Removable float bar.

Valvula de flotador /
Float Valve: ZAES® Fig.
V80, V82.

Materiales disponibles /
Available materials: Aisi
316 / Aisi 316

Medidas /
Measurements: Desde /
From 1/2" hasta / to 2“
Conexiones /
Connections: BSP y NPT
Presiones / Pressures: /
10 bar (145 psi)
Temperaturas /
Temperatures: -20°C /
+120°C (-4°F / +248°F)
Fluidos / Fluids:
Liquidos / Liquids

VALVULAS PARA LIQUIDOS VISCOS0S

RUBBISH DUMP VALVES

La vélvula para liquidos viscosos esté disefiada para
vaciado de recipientes que contengan liquidos espesos 0
con particulas

de tamaio considerable sin afectar al cierre del mismo.

Tiene paso total y cierre por tapa deslizante con resorte
de presion y grasa para garantizar el cierre.

Este sistema garantiza que una vez cerrado no queda
goteo.

The rubbish dump valve is made to emptying a container
withthick liquid or considerable sized particles without
affecting its closure.

It has a total passage and closes with a sliding cap. it has
also a pressure spring with grease to guarantee the
closure.

This system guarantees any dripping when the tap is
closed.

Valvulas para Liquidos
Viscosos / Rubbish Dump
Valves: ZAES® Fig. V94
Materiales disponibles /
Available materials: Bronce
/ Bronze

Medidas / Measurements:
o

Conexiones / Connections:
BSP y NPT

Temperaturas /

Temperatures: -10°C / 150°C
(14°F / 302°F)

Fluidos / Fluids:
Alquitranes, Lodos, Pinturas,
Cienos / Tars, Sludges,
Paints, Sludge, Slimeuids




ACCESORIOS PARA LA INSTRUMENTACION
INSTRUMENTATION ACCESSORIES

Accesorios para la instrumentacion especialmente disefiados para conectar un instrumento en un extremo y el otro
extremo a proceso, no es necesario poner ningln tipo de estopada, cainamo, PTFE, etc..., que podrian introducirse en su
interior obturando el paso del fluido y produciendo importantes dafios en la instalacion.

Instrumentation accessories specially designed to connect an instrument at one end and the other end to the process, it is
not necessary to put any type of packing, hemp, PTFE, etc..., which could be introduced inside, blocking the flow of fluid
and causing significant damage to the facility.

Accesorios para la instrumentacion / Instrumentation Accessories: ZAES® Fig. M34, M78, M79, V126, V127, V128, V129
Materiales disponibles / Available materials: Laton — Acero Carbono- Aisi 316L / Brass — Carbon Steel - Aisi 316L
Medidas / Measurements: 1/4" /1/2“
Conexiones / Connections: BSP /NPT
Presiones / Pressures: Hasta / Up to 400 Bar (6000 Psi)
Temperaturas / Temperatures: -20°C / +200°C (-4°F / +392°F)
Fluidos / Fluids: Liquidos - Gases - Vapor / Liquids - Gases - Steam

APPLICATIONS

INDUSTRIA
Industry

ASTILLEROS
Shipbuilding

CALEFACCION
Heating

ENERGIA
Power Industry

INDUSTRIA PETROQUIMICA
Petrochemical Industry

INDUSTRIA ALIMENTARIA
Food Industry

* CLIMATIZACION
Refrigeration / Air Conditioning

= AGUA POTABLE
U Drinking Water

&%\ AGUAS RESIDUALES
" Sewage

INDUSTRIA QUIMICA
Chemical Industry

N

GLYCOL
Glyco

AGUAS INDUSTRIALES
Industrial Water

IVAPOR
Steam

AIRE COMPRIMIDO
Compressed Air

FLUIDOS NEUTRALES
Neutral Fluids
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